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5K8 Series Safety Light Curtain
Installation Sheet (CD339/210610)

Figure A Unpacking

� Remove all packaging material and retain it
� Locate and keep the delivery note
� Inspect all items for transit damage
� Match goods supplied to those specified on the delivery note
� Keep the Installation Sheet in a safe place

Each 5K8 system supplied would normally include:

� Light curtain
� Cables (A) and (B)
� Installation sheet
� Service questionnaire form

Storage requirements
� Humidity - <95%
� Temperature range between -20� C and +70�C
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Figure B Operating Requirements

� Humidity <95%
� Temperature range between 0 and 50 degrees C
� Vibration frequency <55Hz max.  Displacement <0.35mm
� Equipment should not be used in potentially explosive atmospheres. The 

units are not �EX� rated.  Do not use the equipment in explosive 
atmospheres. For further information on explosive-proof enclosures contact 
Smartscan Ltd.

� Noise generated by the equipment will never exceed 70 dB

K - Detection zone width
R - Scanning range of the light curtain

Detection zone width (K) � Must be of a suitable height for each application 
to prevent personnel access to the danger area either over, under or around 
the light curtains detection zone.

Range (R) � Ensure the particular light curtain specification is capable of 
satisfying the range requirement for the application.

Fig. B also shows the connection points for the three different cable options 
used with the 5K8 series.

The A (Interconnect) cable has two 25 pin D connector sockets and is 
connected between the transmitter (TX) and the receiver (RX) head of the 5K8 
series.

The B (User) cable has one 25 pin D connector plug at one end with the other 
end consisting of the colour coded wires for the end user to interface into the 
machine control system.  The B (User) cable is either connected directly onto 
the receiver head or to the reset station if used.



SMARTSCAN 5K8 SERIES LIGHT CURTAIN         3

CD340/250610                                       INSTALLATION SHEET EXPLAINED

Please note that the Installation Sheet Explained documents are periodically updated.  The product Installation Sheets 
supplied with the product should be referenced first for current installation information.

The X Cable is required if the user has opted to use a Smartscan reset station. 
The X cable has two 25 pin D connectors with one end having a socket and 
the other end with a plug.  The cable is interfaced with the socket end 
connected to the Reset station and the plug end connected to the receiver 
head of the 5k8 series.

Since the X cable is a 25 pin D type connector with a Plug and Socket, the X 
cable can also be used as an extension cable for either A (Interface) cable or 
the B (User) cable.

To ensure correct operation of the system cable lengths as stated should not 
be exceeded:  A cable = 50 metres.  B cable = 50 metres. X cable = 10 metres

Figure C Mounting and Dimensional Information

The 5K8 series safety light curtain is supplied with mounting brackets fitted as 
standard.  The mounting brackets are located at the ends of the light curtain as 
shown above and 6mm bolts should be used to mount the light curtain in 
position.

The table above provides useful mounting measurements for the L, inverted �T� 
and the straight light curtain.

C = Mounting centres
O = Overall Length
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Figure D shows 5K8 Series light curtain end-bracket dimensions.  Use M6 
bolts for the mounting brackets.

1. Consider reflective surfaces 
that may give rise to an 
optical �short circuit� from the 
direct path of the light 
curtain�s infrared beams as 
shown in the first illustration 
of Fig. D.  To ensure the 
light curtain is mounted far 
enough away from reflective 
surfaces use the formula 
provided to calculate the 
minimum distance (X) 
between the light curtain 
and reflective surface.

2. To prevent intermittent 
tripping of the light curtain 
ensure that extraneous 
infrared energy between 800 
and 1000 nanometres is not 
directed towards the 
Perspex window of the 
receiver unit (RX).  
Extraneous sources would 
include infrared sensors, 
infrared remote controls or 
scanning systems.

3. Ensure the mounting position of the light curtain in respect to the nearest 
danger point meets the requirements of European Standard ISO 13855.  
See Appendix 1.

4. Ensure the light curtain transmitter (TX) and receiver (RX) units are 
mounted accurately in-line with each other and are both perpendicular and 
parallel to each other within the parameters shown for each axis.

5. If utilising mirrors to deflect the light curtain ensure the mirror length is 
50mm longer at either end of the light curtain detection zone width and 
mounted centrally to the zone.  To ensure reliable operation the light 
curtain deflection angle (A) from the mirror must not be less than 40 
degrees or greater than 100 degrees.
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Figure E shows examples of the identification labels that are affixed to the 
transmitter (Tx) and receiver (Rx) columns.
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When installing a Smartscan 5K8 Series light curtain your attention is drawn to 
the following: (Figure F)

The inverted T 5K8 series light curtain is also known as an entry/exit system. 
This system is normally used between two zones (machines) allowing transfer 
of the pallets from one zone to the other.  The horizontal mute module 
provides 2 muting beams at either end of the mute module transmitting infra 
red mute beams diagonally across to the receiver side forming a cross beam 
muting arrangement.  

The system works by the square pallet load moving into the two mute beams 
and interrupting them.  The two mute beams are monitored with a disparity 
timer of two seconds to provide a mute initiation of the light curtain.  

The L shaped 5K8 series light curtain is also known as the exit only system. 
You will note that the mute cross beams are arranged on one side of the light 
curtain.  They function in the same format as the T shape explained above.  
The cross beams must always be on the Danger side and therefore the pallet 
can only travel in one direction moving away from the danger to the safe side 
of the machine.  

It is a control requirement for the 5K8 series that an additional 3rd mute input is 
provided via the conveyor run signal.  This signal acts as a permissive signal 
to the cross beam mutes and/or external mute input signals.  














































